AC centrifugal blowers and fans
single inlet, @ 200

- Material: scroll housing and impeller made of galvanised sheet steel

ebm-papst - Mulfingen

Min. back pressure
Perm. amb. temp.

Speed/rpm
Power input
Current draw
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Voltage
Frequency
Air flow
Capacitor
Noise level

Nominal data

G4D 200-BL12 -01 waDo7e-E o 20400 50 1375 130 285 058 - 69 0 45 70

RAD 200-AL12 -05 230/400 60 1360 1530 360 065 -~ 69 100 45 37
230/400 50 1665 1300 360 066 -~ 71 0 45

G4D 200-CL12 -017 MADO74-El @ Sapup0 60 1220 1550 340 062 - 69 250 40 /0

G4E 200BLO3 01 oo\ o o0 20 50 1370 1300 280 125 80/400 69 0 4 70

RAE 200-AL03 -05%° 230 60 1315 1480 350 155 80/400 69 100 40 37

230 50 1540 1240 330 1,45 8,0/400 70 0 50
GAE 200-CLO3 -01°°® = M4EO74-El — ® 530 gy 4300 1430 370 162 80/400 68 170 40 70
subject to alterations @ Data collected via exhaust duct of 1 m length serving as diffuser @ FPU (P2) capacitor in keeping with IEC 252 @ Insulation class "F"
n P n P;

[min] Wi [minT] w1
(ON 1] 1375 255 ® 0 1350 258
oXz) 1415 192 ® 0 1400 214
® 0 1315 330 (ON1] 1285 303
® 0 1385 230 ® 0 1370 242
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G4D 200-BL12
R4D 200-AL12

G4D 200-CL12

G4E 200-BL03
R4E 200-AL03

G4E 200-CL03

“ large flange only
with G4* 200-CL
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Dimensions

200 180 146 90
304 284 250 180
200 180 146 90
304 284 250 180
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AC centrifugal

AC axial

EC axial EC centrifugal
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